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Knopf-Umdrehung

Q
 (l

/m
in

)

p (bar)

Geregelter Durchfluss P-A pro Knopfumdrehung
Rückfluss   p A-P über Rückschlagventil Öffnungsdruck 1,5 bar
Durchfluss   p beide Richtungen bei 4 Umdrehungen offen

POS-NR. BENENNUNG BESCHREIBUNG MENGE

1 0000003.00 MRP2-
06 Körper Teil1 1

2 0000004.00 MRP2-
06 Körper Teil2 1

3 0000010.00 
Regelkolben 1

4 0000007.00 
Drosselkolben 1

5 0000011.00 
Drehknopf 1

6 0000005.00 
Federscheibe 1

7 F04-0289-034 
Blende M3 0.4mm 1

8 0000008.00 
Verschlussschraube 1

9 0000006.00 
Anschlagschraube 1

10 M02-0290-002 
Federstützring Stahl 1

11 M02-0002-002 
Stützring PTFE-BKE 1

12 L20-0100-009 DF 0.8 
x 6.3 x 33 1

13 L20-0100-010 DF 1.1 
x 6.6 x 18 1

14 L13-0000-001 1
15 L13-0000-016 1
16 L06-0000-010 

BN_117_M5 1

17 L03-0000-016 
BN_26_M5x20 1

18 L01-0000-003 
BN272 M6x16 4

19 M01-0000-017 1
20 M01-0000-016 1
21 M01-0000-051 1
22 M01-0100-054 1
23 M01-0000-048 1
24 M01-0000-014 1

C
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2 31 4

A

5 6 7 8

Serie

Dichte:

Status:

mISO 2768 -

MRP-2-6-2-FM
2-Wege-Stromregelpatrone mit RV

---
Bemerkung:

Masse:

/Blatt: 11

Dimensionen in mm
Massse nach Oberflächenbehandlung
Kanten 0.1...0.2x45° gebrochen

Allgemeintoleranzen nach:
---
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Two-way flow control cartridge with check valve
Type: MRP-2-6-2-FM
Item no.: F04-FM03-001
Description:
This two-way flow control valve with pressure compensator 
and check valve is designed as an insertable cartridge, 
and is used for flow control independent of pressure and 
viscosity with free backflow. The volumetric flow from Duct P 
to Duct A is throttled at the throttling point. The cross-section 
of the throttle is adjusted by turning the rotary knob. In order 
to maintain the volumetric flow - independent of pressure - a 
pressure compensator is installed in Duct A, downstream 
from the throttling point. The continuous readjustment 
provided by the pressure compensator achieves a constant 
volumetric flow. The free backflow from Duct A to Duct P 
occurs via the recoiling throttle piston.
Parameters: 
Nominal size:  6mm
Nominal flow rate: 15 l/min
Pressure range:  10-315 bar
Viscosity range:  10-500 mm2/s
Mass:   0.3 kg

Circuit symbol

Cross-section
Pressure compensator Throttle piston Rotary knob

Throttling point

Installation chamber Flow diagram

Regulated flow P-A per knob turns
Return flow Δp over check valve opening pressure 1.5 bar
Flow Δp both directions open at 4 knob turns

knob turns

FM-Racine Hydraulik AG Telefon ++41 (0) 41 370 50 01
Winkelbühl 4 Telefax ++41 (0) 41 370 50 72
CH-6043 Adligenswil MWST-Nr. 156 438
www.fm-racine.ch info@fm-racine.ch  


